
 

Turn on and preheat the oven
Alto-Shaam recommends preheating the Combitherm® before cooking. 

• Press the Power key.

• Choose a Mode. 

•  Press Oven Temperature key;  
adjust temperature with arrow keys.

•  Press Cook Time Key; 
adjust time with arrow keys.

• Press the Start/Stop key.

• Preheat oven before loading food. To clean the oven

• Press the Cleaning key.

•  Insert appropriate number of CombiClean® tabs  
as directed by the LED Screen (CLn4 appears).

•  Close the oven door and  
press the Start/Stop key.

•  If oven is too hot to proceed, dOOr will display on the 
LED screen. Open the oven door to allow the oven 
to cool. When the oven is finished cooling, begin the 
cleaning procedure again. 

•  Oven beeps when it is done cleaning. Leave door 
slightly ajar when cleaning is finished.

To cook by probe

• Choose a Mode.

•  Press the Oven Temperature key;  
adjust temperature with arrow keys.

•  Press the Probe Temperature key;  
adjust temperature with arrow keys.

• Press Fan Speed key to set to High or Low. 

•  Load food into oven and insert probe into food.

• Press the Start/Stop key.

To cook by time

• Choose a Mode. 

•  Press the Oven Temperature key;  
adjust temperature with arrow keys.

•  Press the Cook Time key;  
adjust time with arrow keys.

• Press Fan Speed key to set to High or Low. 

•  Load food into oven. 

•  Press the Start/Stop key.

160°F

00:00

Down Arrow key

Cooking Mode Keys

160°F

00:00

Steam

160°F

00:00

Combi

160°F

00:00

Convection

160°F

00:00
160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00
160°F

00:00

160°F

00:00

160°F

00:00

Steam

160°F

00:00

Combi

160°F

00:00

Convection

160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00
160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

Steam

160°F

00:00

Combi

160°F

00:00

Convection

160°F

00:00
160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

160°F

00:00

Power Key

Up Arrow key

Cleaning key Fan Speed key

Temperature key

Time key

Cool down key

Probe key

Start/Stop key

LED display

160°F

00:00

160°F

00:00

160°F

00:00


